
Data sheet 6RA8025-6DS22-0AA0-Z G00+G11+G20

SINAMICS DCM DC converter for two-quadrant drives B6C 
connection Input: 400V 3AC, 50 A controllable: Field rectifier 
D485/60 MRE-GEE6S22 Output: 485 V DC, 60A G00=Advanced 
CUD on left G11=Advanced CUD on right G20=CBE20 PROFINET 
module on left

Further information
Industry Online Support (Manuals, Catalogs, Certificates, FAQ, ...)
https://support.industry.siemens.com/cs/products?mfn=ps&lc=en-WW
Industry Mall (Online ordering system)
https://mall.industry.siemens.com

6RA80256DS220AA0-Z G00+G11+G20
Page 1/1 11/28/2024 Subject to change without notice

© Copyright Siemens 

https://support.industry.siemens.com/cs/products?mfn=ps&lc=en-WW
https://mall.industry.siemens.com
https://support.industry.siemens.com/cs/ww/en/pv/6RA80256DS220AA0-ZG00G11G20
https://support.industry.siemens.com/cs/ww/en/pv/6RA80256DS220AA0-ZG00G11G20
https://support.industry.siemens.com/cs/ww/en/pv/6RA80256DS220AA0-ZG00G11G20

