SIEMENS

Data sheet 6AV2143-8MB50-0AA0

SIMATIC HMI, IWP1200, Industrial Webpanel, Key/touch operation,
12" TFT display, 65536 colors, PROFINET interface, HTMLS5, stand-
alone, WinCC configuration not necessary, contains open-source
software, which is provided free of charge

General information
Product type designation IWP1200

Design of display TFT widescreen display, LED backlighting

Screen diagonal 12in

Display width 261.1 mm

Display height 163.2 mm

Number of colors 65 536

(Resoufonbels)

® Horizontal image resolution 1 280 Pixel
® \/ertical image resolution 800 Pixel

® MTBF backlighting (at 25 °C) 20 000 h
® Backlight dimmable Yes

Control elements

® Function keys

— Number of function keys 8
® Keys with LED No
® System keys No
® Numeric keyboard Yes; Onscreen keyboard
® alphanumeric keyboard Yes; Onscreen keyboard

® Design as touch screen Yes
® Design as multi-touch screen No
® Monitor keyboard Yes

Installation type/mounting

Mounting type Mounting clips
Mounting position vertical
Mounting in portrait format possible Yes

Mounting in landscape format possible Yes

maximum permissible angle of inclination without 35°

external ventilation
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RFID reader can be installed No

Type of supply voltage DC
Rated value (DC) 24V
permissible range, lower limit (DC) 19.2V
permissible range, upper limit (DC) 28.8V

Input current

Current consumption (rated value) 510 mA
Starting current inrush 1% 0.2 A*s
Active power input, typ. 122 W
Processor type ARM
Type of memory DDR3-SDRAM
Flash Yes
RAM Yes
Memory available for user data 10 Mbyte
Type of output
Acoustics
® Buzzer Yes
® Speaker No
Time of day
® Hardware clock (real-time) Yes
® Software clock Yes
® retentive Yes; Back-up duration typically 6 weeks
® synchronizable Yes

Interfaces
Number of industrial Ethernet interfaces

Number of RS 485 interfaces
Number of RS 422 interfaces
Number of RS 232 interfaces
Number of USB interfaces
Number of 20 mA interfaces (TTY)
Number of parallel interfaces

;Upto 16 GB

Number of other interfaces

©O ©O © © =~ O © o =~

Number of SD card slots

P
o

With software interfaces
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® |ndustrial Ethernet status LED 2

PROFINET Yes
Supports protocol for PROFINET 10 No
IRT No
PROFIBUS No
MPI No
CProtocdls (Bthemety
e TCP/IP Yes
e DHCP Yes
® SNMP Yes
e DCP Yes
e LLDP Yes
e
e HTTP Yes
® HTTPS Yes
e HTML Yes
o XML Yes
® CSS Yes
® JavaScript Yes

* MRP No

EMC

® | imit class A, for use in industrial areas Yes

® Limit class B, for use in residential areas No

Degree and class of protection

IP (at the front) IP65
Enclosure Type 4 at the front Yes
Enclosure Type 4x at the front Yes
IP (rear) IP20

Standards, approvals, certificates

CE mark Yes
cULus Yes
RCM (formerly C-TICK) No
KC approval No
® ATEX Zone 2 No
® ATEX Zone 22 No
¢ |IECEx Zone 2 No
® |[ECEx Zone 22 No
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® cULus Class | Zone 1 No

e cULus Class | Zone 2, Division 2 No
® FM Class | Division 2 No
Marmespproval
® Germanischer Lloyd (GL) No
® American Bureau of Shipping (ABS) No
® Bureau Veritas (BV) No
® Det Norske Veritas (DNV) No
® | loyds Register of Shipping (LRS) No
® Nippon Kaiji Kyokai (Class NK) No
® Polski Rejestr Statkow (PRS) No
® Chinese Classification Society (CCS) No

Ambient conditions

® Operation (vertical installation)

— For vertical installation, min. 0°C

— For vertical installation, max. 50 °C
® Operation (max. tilt angle)

— At maximum tilt angle, min. 0°C

— At maximum tilt angle, min. 40 °C
® Operation (vertical installation, portrait format)

— For vertical installation, min. 0°C

— For vertical installation, max. 40 °C
® Operation (max. tilt angle, portrait format)

— At maximum tilt angle, min. 0°C

— At maximum tilt angle, min. 35°C

® min. -20 °C
® max. 60 °C

® Operation, max. 90 %; no condensation

Operating systems

proprietary Yes
® \Windows CE No
® Number of online/runtime languages 2
Peripherals/Options
Peripherals
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® Printer No

® SIMATIC HMI MM memory card: Multi Media No
Card

® SIMATIC HMI SD memory card: Secure Digital No
memory card

e SIMATIC HMI CF memory card Compact Flash No

Card

® USB memory Yes
® SIMATIC IPC USB Flashdrive (USB stick) Yes
® SIMATIC HMI USB stick Yes

Mechanics/material
Enclosure material (front)

® Plastic Yes

® Aluminum No

® Stainless steel No
Width of the housing front 330 mm
Height of housing front 245 mm
Mounting cutout, width 310 mm
Mounting cutout, height 221 mm
Overall depth 60 mm

Weights
Weight without packaging 17109
Weight incl. packaging 2.2 kg
last modified: 07/08/2019 &
6AV2143-8MB50-0AA0 Subject to change without notice

Page 5/5 07/11/2019 © Copyright Siemens



	Show online product information: 


