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Product data sheet
Characteristics

990NAD21810
Modbus Plus drop cable - between junction box
and SUB-D9 - left side - 2.4 m

Main
Accessory / separate
part category

Connection accessories

Accessory / separate
part type

Drop connection cable

Accessory / separate
part designation

Modbus Plus drop cable

Accessory / separate
part destination

Modbus Plus network

Complementary
Product compatibility 140CPU65150

140CPU65160
140CPU65160S
140CPU67160
140CPU67160S
990NAD23000
990NAD23010
990NAD23020
990NAD23021

Range compatibility Modicon Momentum automation platform
Modicon Quantum automation platform

Cable length 2.4 m
Electrical connection Flying leads junction box side

1 male connector SUB-D 9 straight communication module side
Localisation on device Left side

Offer Sustainability
Sustainable offer status Green Premium product
RoHS (date code: YYWW) Compliant - since 1001 - Schneider Electric declaration of conformity
REACh Reference contains SVHC above the threshold - go to CaP for more details
Product environmental profile Available  Download Product Environmental
Product end of life instructions Need no specific recycling operations

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=697248&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=check&pid=697248&lang=en-us
http://se-vl-145.ebusiness.schneider-electric.com:9085/cut.CatalogueRetrieverServlet/CatalogueRetrieverServlet?fct=get_element&env=publish&scp_id=Z000&el_typ=rendition&cat_id=BU_AUT_538_L3&maj_v=2&min_v=53&frm=first&usg=first&doc_id=H666610&dwnl=true

